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180 S Mill Rd, Greeneville, TN 37743

Report Summary

This summary page is not the entire report. The complete report may include 
additional information of interest or concern to you. It is strongly recommended that 
you promptly read the complete report. For information regarding the negotiability of 

any item in this report under the real estate purchase contract, contact your real 
estate agent or an attorney.

Roofing
1) Screws that are "backing out" at the "eaves" and along the perimeter "rake" of the house 
should be improved upon by installation of flashings. Drip edge and rake flashings would 
help control this condition. 

Structure
2) The support post flanges that are supporting the main floor beam, are not fastened to 
the wood beam and concrete basement floor properly. This can result in unintended 
damage. 

3) The main floor beam is "sagging" due to lack of an additional support post in the 
basement. This is a long-term concern that can result in floor slopes on the interior. 
Strengthening or re-supporting the beam is recommended.

4) Floor insulation in the unconditioned basement is installed with the vapor barrier 
backwards. This can result in mildew and mold issues. The insulation should be removed 
and reinstalled or replaced.

Structure: Crawl Space
5) The front of the house is supported by a crawlspace, and the backside of the house is 
supported by a basement. The crawlspace is currently not "readily accessible". it seems 
that sheet metal has been used to cover over the access openings in the basement. A 
licensed contractor should be contacted to create a "readily accessible" door opening and 
to further investigate conditions in the crawlspace.
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180 S Mill Rd, Greeneville, TN 37743

(Report Summary continued)

Electrical
6) Outlets throughout the living room and kitchen are "ungrounded three prong". In some 
cases the ground wire has been dropped in the circuit and can be reconnected. In other 
cases, a new wiring circuit is needed to make the outlet grounded. Alternatively, a duplex 
outlet can be installed. A licensed electrician should be contacted. 

7) An outlet in the living room is reversed polarity. Reversed polarity outlets should be 
corrected by a licensed electrician.

8) The closet light switch is missing a cover plate. Covered plates should be replaced for 
additional safety.

9) The electrical panel cover plate should be installed for safety reasons.

10) The smoke detectors are missing throughout and should be replaced. Installation of 
10 year battery units with interconnectivity are now recommended inside and outside 
sleeping rooms and on each level.

Plumbing
11) The stop valves for the hallway, vanity sink are not easily accessible. A licensed 
plumber should be contacted. 

12) The water heater lacks a temperature and pressure relief valve "extension pipe". 
Ideally, an extension pipe is needed to convey any potential discharge to either the floor, 
outside, or to a functional drain. Without this pipe, personal injury and/or flooding can 
occur when the water heater malfunctions.

Interior
13) The bedroom windows are too small by modern safe building standards for egress in 
the event of an emergency. Ideally, modifications should be made to the bedroom 
windows. A licensed contractor should be consulted. 
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180 S Mill Rd, Greeneville, TN 37743

General
A home inspection is primarily visual and done in a limited time. The inspection is 
not technically exhaustive and not every defect will be discovered. The inspection 

should not be considered a guarantee or warranty of any kind. For further 
clarification of the components, procedures and limitations of the home inspection 
please consult the pre-inspection agreement, Tennessee Standards of Practice and 

the ASHI Standards of Practice.

Occupied: No
Furnished: No
Weather: Sunny
Temperature: Hot
Soil Condition: Dry
People Present: Not Present
Inspector Signiture:

Exterior
The visible condition of exterior coverings, trim, entrances and drainage are 

inspected with respect to their effect on the condition of the building. The inspection 
does not include an assessment of geological, geotechnical, hydrological conditions 

for environmental hazards. Detached buildings or outbuildings are not inspected 
unless specifically agreed upon prior to the inspection.

Exterior Covering: Vinyl
Exterior Trim Material: Vinyl, Aluminum
Walking Surface Types: Porches
Walking Surface Materials: Concrete
Chimney Type: Not Present
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180 S Mill Rd, Greeneville, TN 37743

Roofing
The visible condition of the roof covering, flashings, skylights, chimneys and roof 
penetrations are inspected. The purpose of the inspection is to determine general 
condition, NOT to determine life expectancy. The roof inspection may be limited by 
access, condition, weather, roof pitch, or other safety concerns. Evidence of prior 

leaks may be disguised by interior finishes. Leakage can develop at anytime.

Inspection Method: Arms Length, Walked On Where Accessible 
Roofing Material: Metal
Ventilation Present: Gable Ends
Gutter Material: Metal

Comment 1:
Screws that are "backing out" at the "eaves" and along the perimeter "rake" of the 
house should be improved upon by installation of flashings. Drip edge and rake 
flashings would help control this condition. 

Figure 1-1 Figure 1-2
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180 S Mill Rd, Greeneville, TN 37743

(Roofing continued)

Figure 1-3 Figure 1-4

Figure 1-5 Figure 1-6
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180 S Mill Rd, Greeneville, TN 37743

(Roofing continued)

Figure 1-7 Figure 1-8

Comment 2:
Some minor sagging of the roof was observed. This is likely related to the age of 
the structure and framing design. This condition should be addressed when 
replacing roof coverings.

Figure 2-1 Figure 2-2
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180 S Mill Rd, Greeneville, TN 37743

Structure
The visible condition of the structural components is inspected. The determination 
of adequacy of structural components is beyond the scope of a home inspection. 
Engineering or architectural services such as calculation of structural capacities, 

adequacy, or integrity are not part of a home inspection.

Foundation Types: Basement
Foundation Materials: Block
Floor Structure: Wood Framed
Wall Structure: Wood Framed

Comment 3:
The support post flanges that are supporting the main floor beam, are not fastened 
to the wood beam and concrete basement floor properly. This can result in 
unintended damage. 

Figure 3-1 Figure 3-2
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180 S Mill Rd, Greeneville, TN 37743

(Structure continued)

Figure 3-3

Comment 4:
The main floor beam is "sagging" due to lack of an additional support post in the 
basement. This is a long-term concern that can result in floor slopes on the interior. 
Strengthening or re-supporting the beam is recommended.

Figure 4-1
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180 S Mill Rd, Greeneville, TN 37743

(Structure continued)

Comment 5:
Floor insulation in the unconditioned basement is installed with the vapor barrier 
backwards. This can result in mildew and mold issues. The insulation should be 
removed and reinstalled or replaced.

Figure 5-1 Figure 5-2

Figure 5-3
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180 S Mill Rd, Greeneville, TN 37743

(Structure continued)

Attic
Ceiling Structure: Wood Framed
Roof Structure: Wood Framed
Inspection Method: Inside
Attic Insulation: Loose Fill

Comment 6:
There is evidence of a past structure fire near the chimney penetration (the chimney 
is no longer in use). This was visible from the attic.

Figure 6-1
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180 S Mill Rd, Greeneville, TN 37743

(Attic continued)

Comment 7:
there is evidence of past bird activity in the attic space. 

Figure 7-1 Figure 7-2

Crawl Space
Vapor Retarder: Not Inspected
Inspection Method: Not Inspected
Underfloor Insulation: Not Inspected

Comment 8:
The front of the house is supported by a crawlspace, and the backside of the house 
is supported by a basement. The crawlspace is currently not "readily accessible". it 
seems that sheet metal has been used to cover over the access openings in the 
basement. A licensed contractor should be contacted to create a "readily 
accessible" door opening and to further investigate conditions in the crawlspace.
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180 S Mill Rd, Greeneville, TN 37743

(Crawl Space continued)

Figure 8-1 Figure 8-2

Figure 8-3 Figure 8-4
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(Crawl Space continued)

Figure 8-5 Figure 8-6

Figure 8-7
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